




PAVEMENT WIDTH

AS SPECIFIED 4' UNLESS OTHERWISE NOTED

NEVJ OR EXIST A.C
PAVEMENT AND

AGGREGATE BASE -

V MIN. SUBBAE 95% (MIN.)
RELATIVE MAX. DENSITY
COMPACTION

NOTE:

UNIT PRICE FOR 6" 6ERM SHALL INCLUDE FULL
COMPENSATION FOR BACKFILL, COMPACTION,
AND FINE GRADING BEHIND BERM.

^EXTEND PAVEMENT
UNDER BERM

PLACE FILL AS REQUIRED TO
JOIN EXIST. FIELD CONDITION
90% (MIN.) RELATIVE MAX.
DENSITY COMPACTION
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PERMANENT
A.C PATCH 1" THICKER

THAN EXISTING A.C.

ROADWAY 4" (MIN.)
6" (MIN.

-II—

TEMPORARY

2" (MIN.) "COLD MIX" A.C. 1/2"1/4" (MIN.) &
1/2" (MAX.)

EXIST. A.C ROADWAY-

TACK BOTH SIDES

12" (MIN.) THICK
7-ONE TO BE

95% RELATIVE '
MAX. DENSITY

COMPACTION

6" (MIN.) THICK
AGGREGATE BASE
95% RELATIVE MAX.

DENSITY COMPACTION

-STORM DRAIN OR

OTHER UTILITY

TRENCH VJIDTH PLUS V

NOTES:

l.

2.

3.

4.

5.

TRENCH EDGES SHALL BE SAWCUT TO NEAT
STRAIGHT LINES.

A.C. SHALL BE l-C-l-AR-4000.

PREFERREP BACKFILL: 2-SACK CONCRETE SLURRY
FULL DEPTH OF TRENCH ABOVE PIPE ZONE TO
FINISHED SURFACE. GRIND TO 4" DEPTH, PAVE
W/A.C AS SHOWN.

PIPE BEDDING, INSTALLATION &c BACKFILL
PER SECTION 306 STP. SPEaFlCATIONS.
ALTERNATE BACKFILL WITH IMPORTED

GRANULAR MATERIAL OR NATIVE MATERIAL
SUBJECT TO INSPECTOR'S APPROVAL.

COMPACTION TEST(S) MUST BE TAKEN PRIOR
TO PLACING PERMANENT REPAIR. TEST

REPORTS MUST BE SUBMITTED AND APPROVED
PRIOR TO RELEASE OF PERMIT SECURITIES.

TRENCH

WIDTH

NOTES:

1. TEMPORARY REPAIR 30 PAYS MAX/MUM.
2. FA/LURE TO MAINTAIN PATCH WILL

IMMEDIATELY REVOKE PERMIT. DISTRICT MA
HIRE CONTRACTOR TO CORRECT <g PERMIT'S
EXPENSE.
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EXIST AC ROADWAY

SURVEY MARKER

(MONUMENT OR
IRON PIPE)

NOTES:

i.

2.

3.

VALVE CAP TO BE FURNISHED 6Y P.L.O.S-P-

PVC PIPE TO BE FURNISHED 6Y P.L.aS.P.

PARTY INSTALLING SHALL CUT PIPE TO
REQUIRED LENGTH.

MONUMENT BOX TO BE USED FOR

EXISTING PAVEMENT W/NEW OR

EXISTING SURVEY MARKERS.

6" VALVE BOX CAP WITH

"MONUMENT1 LEGEND

FURNISHED 6Y P.L.C-.S.P.

GREASE CAP OR WRAP

W/PLASTICTO BREAK
BOND W/PRY PACK

CONCRETE

6" DIA. SDR35 PVC

FURNISHED BY D.L.CS.D.

PRY PACK EXCAVATION
W/CONCRETE MIX

EXCAVATION TO LOCATE

SURVEY MARKER
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EXISTING A.C. SWALE
SAWCUT

, SAWCUT

10' (MIN.)
TRANSITION FROM

A.C. SWALE TO

DRIVEWAY APRON

OR AS NECESSARY
TO DRAIN (Sl% (MIN.

D.L.CS.D.

MAINTAINED

ROAD

NTS.

I

A-

DRIVEWAY

WIDTH

SAWCUT

EXISTING A.C. SWALE

10' (MIN.)
TRANSITION FROM

A.C. SWALE TO

PR/VEWAY APRON

OR AS NECESSARY
TO DRAIN (§1% (MIN.)

PRIVATE DRIVEWAY

<

DRIVEWAY SWALE • -EXISTING SWALE

SECTION A-A
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6" BERM AROUAJP 3

SIDES OF CATCH BASIN

PAVED ROADWAY

18' MIN.

3" AC CATCH BASIN

CULVERT PER NOTE 4

NOTES:

2% MIN".

V MIN. CLEAR

EXIST R.CW.D.

WATER LINE "=t—
SECTION A-A

N.T.S.

1. DIMENSIONS SHOWN MAY BE ADJUSTED

TO MEET FIELD CONDITIONS. AC APRON

OPTIONAL AS DIRECTED 6Y DISTRICT.
2. SHOP -FABRICATED TEE W/WATER-

TIGHT COUPLING AT OUTLET.

3. SHOP-FABRICATED TRASH RACK,

FASTEN TO RISER W/BAND COUPLER.

GALVANI7-E AFTER FABRICATION.

4. RISER & CULVERT MATERIAL: SEE NOTE

2, STD. NO. 111. RISER SHALL BE SAME
MATERIAL AS CULVERT.

0.67' CAST-

IN -PLACE

CONC BASE

N.T.S.
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R/6HT V/EW
alts!

FOUNDATION

DETAIL SHT. 2.

TFTsr

4"x4" POSTS (TYP.)

2V8V8"

1/2" CHAMFER

^>

l/2"0 x,10" BOLTS W/2 £Ap QETAIL
WASHERS -4 BOLTS EACH ARM -

TEMPLATE SHT. 3

-n r —^

.X.
2V12V12"

~/sTns7

1. ALL HARPWARE SHALL 6E GALVANISED.
2. LUMBER SHALL BE REDWOOD OR CEDAR, No-, t.

OR SELECT GRAPE

3. SAND ALL SURFACES, PAINT WITH ONE COAT
WHITE PRIMER WITH ANTI-FUNGAL ADDITIVE.
FINISH WITH ONE COAT ACRYLIC SOUP STAIN.
ROUTE LETTERS IN SIGN ARMS W/ HALF ROUND

SHAPE. PAINT WITH ONE COAT BLACK SEMl-
FLOSS ENAMEL. APP APPITIONAL COAT OF
BLACK AS NEEPEP TO COVER WHITE.

DE LUZ COMMUNITY SERVICE DISTRICT

SCALE:

N.T.S.
DATE:

fe/lfc/pg iNERAL MANAGER

STREET SIGN

STANDARD DRAWING

DRAWN BY:

S.e.h-f.
REVISED:

/ /

SHT. 1 OF 2
STD. NO.:

115



4"X4" POSTS

SLOPE

UNIFORMLY TO
DRAIN

l/2"0 4-1/2" GALV. MACHINE
BOLTS W/2 WASHERS

SIMPSON 0644

3" MIN.

4"X4" POSTS

GROUND LEVEL

SIMPSON CB4-4- OR EQUAL
(TYP. x/4)

FORM WITH 2O"0 SONOTUBE FLAfV V/EW OF 6ASE
CUT OFF FLUSH WITH FINISHED N.T.S.
GROUND.
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